GRIND SHOULDER FOR NEW HOT
MIX ASPHALT SURFACE. SURFACE
SHALL EXTEND BEYOND BINDER
JOINT BY 6” MIN. (SHOULDER
WIDTHS OF MORE THAN 6" SHALL

—6” OF HOT MIX ASPHALT (MAJOR ROADWAY)
%" OF 12.5MM SURFACE

4%” OF 19.0MM BINDER (2-2 %" LIFTS)
4” OF HOT MIX ASPHALT (MINOR ROADWAY)
1%” OF 9.5MM SURFACE

2%” OF 19.0MM BINDER

BE CONSIDERED INCIDENTAL,

PROVIDE CLEAN, STRAIGHT EDGE AND TACK
EXISTING PAVEMENT PRIOR TO INSTALLATION
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1. NO MORE THAN 2%” THICK LIFTS OF HOT MIX ASPHALT SHALL BE PLACED IN ONE PASS.
2. BACKFILL AND COMPACT IN 12" THICK MAXIMUM LIFTS.

3. MAJOR ROADWAYS ARE AS FOLLOWS:

NORTH MAIN STREET, SOUTH MAIN STREET, WILSON STREET, STATE

STREET, DIRIGO DRIVE, PARKWAY SOUTH, BETTON STREET, GREEN POINT ROAD, ELM STREET, ROBERTSON

BOULEVARD,

INDUSTRIAL PLAZA DRIVE, COFFIN AVENUE,

BAKER BOULEVARD, AND MAPLE STREET EXTENSION.

ALL OTHER ROADWAYS ARE TO BE CONSIDERED MINOR ROADWAYS.
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